
BOULEVARD
The Boulevard series, an architectural recessed lighting channel that can be installed in a wide range 
of commercial and residential environments. Add depth to ceiling planes with a visible separation, or 
seamlessly daisy-chained to create dramatic effects.

LNRXX-CC

Model Size Watts
Delivered 
lumens CRI Color °T Voltage options 

LNR24-CC 24" 20 W 1725 lm 90 2700, 3000, 3500, 
4000, 5000 K

120 V 
TRIAC dimming

or

V: 120 / 277 / 347V 
0-10V dimming

LNR48-CC 48" 40 W 3760 lm

LNR-ACC90-CC 6" 7 W 500 lm

DCP-LNR24 24" 20 W 1785 lm 90 RGB + 2700 K - 
6500 K

120 V

DCP-LNR48 48" 40 W 3380 lm

AIR TIGHT

CERTIFIED

  T24
JA8

RATED
IC

DRY

*Models DCP-LNR24 and DCP-LNR48 only

CHANGE COLORS†

*

COLOR SELECT
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Specifications

Every fixture includes a junction box with 
integrated dimmable driver

Can be daisy chained

Aluminum construction

Switch-selectable CCT

108° beam spread

Full color spectrum and 2700–6500K in 
pure whites (DCP models only)

Dimmable via the DALS Connect app and 
the DCP-RMCT remote (DCP models only)

5-year warranty

Finish

	 BK	 Black (CC models only)

	 WH	 White

Accessories

LNACC-L16FT 
16-foot lens for Boulevard series linears

RFP-LNR24 / RFP-LNR48 
Rough-in plates for Boulevard series linears

REC-CC-EXT8FT, REC-CC-EXT20FT 
8 ft and 20 ft extension cables for CC models

DCP-RMCT 
Smart remote for DCP models

DCP-HUBV2 
DALS Connect Pro Hub for DCP models

Note

Other color temperatures, finishes, and 
voltage options are available but may require 
minimum order quantities (MOQs) and 
longer lead times. Please contact your DALS 
representative for more information.

LNR24-CC 
DCP-LNR24 

23-1/4 x 2-1/8"

1-7/8"

23-3/4"2-1/2"

1-7/8"

47-3/4"2-1/2"

LNR48-CC
DCP-LNR48 

47-1/4" x 2-1/8" More from this family 

LNPD48-CC 
pg. 124

LNPDSC48-CC 
pg. 124

LNFM48-CC 
pg. 124

LNWS48-CC 
pg. 124

LNPDSC-ACC90-CC 
pg. 124
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